Mousse Polyéthyléne Plastazote LD45FR
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Property Test Procedure Units LD45FR
Nominal Density - Skin/Skin BS IS0 7214 1998 kg/m? 45
Cell Size — Typical Diameter Internal mm 0.4
Compression Stress-Strain BS SO 7214 1998
10% compression kPa 69
25% compression kPa 86
40% compression kPa 121
50% compression kPa 159
Compression Set BS IS0 7214 1998
25% comp., 22hr, 23°C 25 mm cell-cell
2 hr recovery % set 85
24hr recovery % set 25
50% comp., 22hr, 23°C
¥z hr recovery % set 20
24hr recovery %o set 11
Tensile Strength IS0 7214 1998 kPa 435
Tensile Elongation % 180
Tear Strength BS EN IS0 8067 1995 N/m 1200
Shore Hardness OO Scale ISO 868 1985
10mm cell/cell thickness Q0 60
Recommended operating Internal < +105 max
temperature range” -70 min
Thermal Conductivity IS0 8302 1991 W/mK 0.043
mean temp of 10°C
Flammability**
Aviation FAR -25.853 F 1a. 1ii Complies
JAR - 25853 F 1a. 1ii Complies
CAAg/2-22b Complies
Automotive FMVSS5.302- Burnrate  <100mm/min. Pass: 2 mm and thicker
Construction DIN 4102 pt14 - B1 Pass: 6 to 20 mm thick
UL94 HF1 + HF2 Pass: 3 to 13 mm thick
Horizontal Burn Rate 1507214 1998
5mm thick mm/sec Extinguishes and
13mm thick mm/sec melts from flame
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